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CCTV Accessories

FEATURES

SPECIFICATIONSSPECIFICATIONS

DIMENSIONS

IR Illuminator
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XPIR75

IR filter together with halogen bulb produce 750nm IR 
illumination and the effective distance is more than 75M. 

2~20 Lux adjustable. Automatically turn on the equipment 
when illumination below Lux setting. 

0~50 Watts adjustable. Set up depending on monitoring 
environment. 

Complied with IP66 weatherproof standards. Suitable for 
outdoor installation. Additional housing is not necessary.

Model XPIR75

HOUSING 
CONSTRUCTION Die-casting aluminum

BULB Halogen

GLASS IR filter  
Transmits 750nm IR lights

FIELD ANGLE 30° ~ 70°

POWER 
CONSUMPTION 50 watts

WATTS 
ADJUSTMENT 0 ~ 50 watts adjustable ("W" knob)

ILLUMINATION 
ADJUSTMENT 2 ~ 20 lux adjustable ("LX" knob)

POWER SWITCH Auto (depending on "LX" setting)

WEATHERPROOF 
STANDARD Ip66

WORKING 
TEMPERATURE

-30°C ~ 50°C

INSTALL 
ENVIRONMENT Suitable for indoor / outdoor

ILLUMINATION 
DISTANCE

75m  
Inrelated with glass and camera

DIMENTION 83 (W) x 73 (H) x 205 (L) mm

WEIGHT 665g
Design and specifications are subject to change without notice.


